
TABLE  B 
 
Metro Water Services Wastewater Treatment Plant Protection Criteria  
Influent Limits for each WWTP are expressed in mg/L.   

  Central Whites Creek Dry Creek 

 WWTP WWTP WWTP 

Pollutant 

24 Hour Flow 
Proportional 
Composite 

Sample Limit 
(mg/L) * 

24 Hour Flow 
Proportional 
Composite 

Sample Limit 
(mg/L) * 

24 Hour Flow 
Proportional 
Composite 

Sample Limit 
(mg/L)* 

Ammonia 34 33 33 
Arsenic (As) 0.10 0.10 0.10 
Boron (B) 20.0 20.0 20.0 
Cadmium (Cd) 0.015 0.015 0.015 
Chromium, Total (Cr) 1.0 0.167 0.191 
Copper (Cu) 0.32 0.325 0.49 
Iron (Fe) 20.0 20.0 20.0 
Lead (Pb) 0.153 0.10 0.151 
Mercury (Hg) 0.0010 0.0010 0.0005 
Molybdenum (Mo) 1.57 0.046 0.382 
Nickel (Ni) 0.35 0.155 0.35 
Selenium (Se) 1.19 0.037 0.342 
Silver (Ag) 0.015 0.008 0.008 
Zinc (Zn) 0.50 0.48 0.50 
Naphthalene 0.005 0.005 0.005 
Total phthalates *1 0.155 0.219 0.563 
Cyanide 0.084 0.275 0.422 
Toluene 0.036 0.063 0.121 
Benzene 0.015 0.015 0.015 
1,1,1 Trichoroethane 0.200 0.200 0.200 
Ethylbenzene 0.029 0.029 0.029 
Carbon Tetrachloride 0.021 0.039 0.019 
Chloroform 0.258 0.258 0.258 
Tetrachloroethylene 0.125 0.125 0.125 
Trichloroethylene 0.091 0.091 0.091 
1,2 trans dichloroethylene 0.005 0.005 0.005 
Methylene chloride 0.132 0.132 0.132 
Total Phenol 0.25 0.222 0.097 
Xylene 0.015 0.015 0.015 
Hydrogen sulfide 0.5 0.5 0.5 
* : 24 hour time composite samples may be 
collected    
*1:  Total Phthalates is the sum of bis(2-ethylhexyl)phthalate, benzyl butyl phthalate, di-n-butyl phthalate, & diethyl 
phthalate. 

 


