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STAFF RECOMMENDATION 

305 Broadway 
May 16, 2018 

 
Application: Signage 
District: Broadway Historic Preservation Zoning Overlay 
Council District: 19 
Map and Parcel Number: 09306402600 
Applicant:  Mike Stanton/Sign Me Up 
Project Lead:  Jenny Warren, jenny.warren@nashville.gov 
 
 
 
 
Description of Project:  Applicant proposes to install a vertically 
oriented sign to the side façade.  Staff has drafted a policy for 
vertically-oriented signs, as the design guidelines do not directly 
address the requested signage. 
 
Recommendation Summary:  Staff recommends approval of the 
proposed vertical sign with the conditions that:  

• The sign be altered in size so that it is a maximum of 
fifteen feet (15’) high and three feet (3’) wide to meet the 
design guidelines for wall signage on a side elevation and 
the intent of the design guidelines which is preserve the 
historic character of the overall district and individual 
historic buildings; 

• The bottom of the sign be twelve feet (12’) from grade; 
• The raceway height shall not exceed 50% of the height of 

the letters it supports; and 
• The sign shall not having any moving parts or lights that 

blink, flash, chase or that are sequential. 
With these conditions, the project meets the design guidelines for 
signage in the Broadway Historic Preservation Zoning Overlay. 
 

 
Attachments 
A: Images 
B: Plans 
 

 
   

DAVID BRILEY 
MAYOR 
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Vicinity Map:  
 

 
 
 
Aerial Map: 
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Applicable Design Guidelines: 
 
IV.SIGNAGE 
INTRODUCTORY PROVISIONS 
 Intent 
The purpose of these regulations is to preserve the historic character of the overall district and individual 

historic buildings follow the basic principles and guidance of the “Downtown Codes Sign Standards” as 
adopted 1/30/2013.  The “Downtown Codes Sign Standards” breaks signage guidance up by “street types.”  
The Broadway Historic Preservation Zoning Overlay closely follows the guidance for  “Pedestrian Street” 
type. 

  
Applicability 
· These sign regulations apply to all properties within the Broadway Historic Preservation Zoning Overlay.   
· Signage that is cut into the face of the building is prohibited. 
· Signage located on the interior of a building or attached to the inside of glass windows is not reviewed. 
· Sandwich board signs and 3-dimensional sidewalk signs that are brought into the building at the close of 

each business day shall not be reviewed by the MHZC but may require review by Public Works. 
· Historic signage should be retained.  Removal of historic signage may take place as a Modification. 
  
Sign Permit Applications 
Applications for sign permits shall be made with and reviewed by the Metro Historic Zoning Commission 

(MHZC).  All sign applications that do not involve Modifications shall only require MHZC administrative 
approval. 

  
 Common Sign Plan 
A common signage plan regulates signage for multiple businesses or tenants within one building or complex.  

A common sign plan is mandatory for all new developments and sign Modifications. 
· A common signage plan shall provide for consistency among signs with regard to at least four of the 

following: materials; location of each sign on the building; sign proportions; color scheme; lighting; 
lettering or graphic style. 

· The common signage plan shall establish an allowable area of signage for existing and future tenants with 
regard to all allowed sign types.   

· The common signage plan shall indicate existing nonconforming signs as well as the amount and locations 
of on-premise signage to be allocated to each tenant under the new plan. 

  
MODIFICATIONS 
  
Sign Permit Modifications 
Requests for modifications to sign standards are reviewed by the Metro Historic Zoning Commission.  If the 

property is also within a MDHA redevelopment district, approval from the MHZC is all that is needed.  
Two additional types of Modifications for signage related permits may be requested and are outlined below. 

  
Modifications for Exceptional Design 
Creative signage that does not fit the specific regulations of these guidelines may be considered by the 

MHZC, based on its merits, as they relate to all of the following design criteria: 
· Architecture 
· The configuration or location of the building or property 
· Building scale 
· Legibility 
· Technical competence and quality in design, construction and durability 
Applications for this type of Modification require submittal of a common sign plan for the property in 

question. Approval of any related structure (i.e. canopy) will require review by all applicable agencies. 
Exceptional design modifications shall not permit electronic changeable copy where it is otherwise not 
permitted. 
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Modifications for Tourist-Oriented Businesses 
Tourist-oriented businesses within DTC zoning may receive Modifications to allow greater sign area and use 

of digital technology.  To qualify as a tourist –oriented business a business shall: 
· Have a minimum permanent fixed seating capacity of 500; and 
· Offer lawful activities or services to the general public of cultural, historical, recreational, educational, or 

entertainment purposes. 
Applications for this type of Modification require submittal of a common sign plan for the property in 

question.  Approval of any related structures (i.e. canopy) will require review by all applicable agencies.  
Tourist-oriented business Modifications shall be reviewed according to the design criteria listed under 
Modifications for Exceptional Design, in addition to the following: 

· Large electronic or illuminated signs shall not adversely impact residential or hotel uses. 
· All signs shall conform to the lighting standards of the DTC. 
· See section on changeable copy for additional information regarding changeable copy. 
  
NON-CONFORMING SIGNS 
Sections 17.40.660 and 17.40.690 of the Metro Zoning code apply.  This section further clarifies them. 
  
Building Signs 
A sign shall be brought into compliance with the provisions of these design guidelines if a sign permit is 

required to rebuild the sign.  This does not include a panel change in a non-conforming cabinet sign, which 
shall be permitted. 

  
Ground Signs 
An existing ground sign may change the face or panel of a sign that does not meet the area or height standards 

within these design guidelines.  However, in no instance shall there be an increase in the degree of 
nonconformity.  All new panels shall conform to all illumination standards therein. 

  
A sign shall be brought into compliance with the provisions of these design guidelines if at any time the sign 

is altered, repaired, restored or rebuilt to the extent that the cost exceeds fifty percent of the estimated 
replacement cost of the sign (in current dollar value).  All permits within any six consecutive calendar 
months shall be aggregated for purposes of measuring the fifty percent standard. 

  
All Signs 
If the alteration or repair is caused by involuntary damage or casualty, the design may be altered or repaired 

to its pre-damaged condition. 
  
Repair and Maintenance 
 A sign may be removed or taken off-site for repair and maintenance. The sign must be returned to the original 

location within 90 days of removal.  
  
Allocation of Sign Area  
The maximum sign area for each type of sign is established in the following tables.  Specific requirements 

for each sign type are shown on the subsequent pages.   
For each cell in the table, there is a maximum allowed sign area that may be utilized with any combination 

and any number of signs associated with that cell, unless otherwise noted.   
The measurements for “linear feet” shall be at grade. 
Building Signs 
Wall, Awning, Canopy and Projecting Signs—1.5 square feet of sign area per 1 linear foot of building façade 

or 36 square feet, whichever is greater.  When a projecting sign is used on a building, an additional .50 
square feet of sign area per 1 linear foot of building façade shall be permitted, for a total 2 square feet per 
1 linear feet of building façade. 

Shingle Sign: 9 square feet per sign 
Ground Signs 
Monument Sign-24 square feet 
Skyline Signs 
75’-110’—480 square feet 
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101’-200’—600 square feet 
201’ and taller-720 square feet 
 
GENERAL STANDARDS 
  
Materials 
All permanent, on-premises signs shall be constructed of a rigid, weatherable material such as hard plastic, 

wood, MDO plywood, aluminum, steel, PVC, glass, fiberglass and or Plexiglass.  On-premises permanent 
signs shall not be constructed of nonrigid materials including, but not limited to, vinyl, fabric, canvas, or 
corrugated plastic.  The provisions of this subsection shall not apply to approved, permitted canopies, 
awnings and porticoes. 

  
Building Façade and Street Frontage Measurement 
  
In determination of number of stories of a building, rooftop additions shall not be considered within the 

number of stories. 
  
OTHER SIGN TYPES 
  
Non Street Facing Signs 
Non street-facing building facades and alley frontages, not otherwise regulated, are allocated 1 square foot 

of sign area per 1 linear foot of building façade, to a maximum of the sign area permitted for the primary 
street frontage. 

  
This includes lots adjoining open spaces, pedestrian walkways, or parking areas.  Ground signs are not 

permitted on non-street facing building facades or alley frontages. 
  
Temporary Signs 
Temporary signs shall follow the standards of 17.32.060. 
  
Painted Signs  
All painting of masonry, whether for signage, to change the color of the building, or for artwork shall be 

reviewed by the MHZC. (Please see section on “walls” for guidance on painting a masonry building.) 
Painted signage may be considered by the MHZC as modification, based on the following design criteria: 

· Should only be added to rear elevations or exposed upper secondary elevations and should not cover 
transoms, columns, cornices, decorative elements, openings and architectural features or require the 
enclosure of openings.   

· Painted on main facades or the first level of buildings are not appropriate.   
· Generally, a painted sign should not be more than 125 square feet in size.   
· Painted signs should serve as a sign for the current occupant(s) and should not advertise off-site businesses 

or products.   
· Generally, painted signage should not have lighting; however, if lighting is necessary, it should be between 

one and two gooseneck lights or another type of light that can be hidden by an architectural feature.  
Metallic, fluorescent and day-glow paints are not appropriate. 

  
Auto-oriented Canopy/Awning Signs 
The allocation of signage for auto-oriented canopies and awnings shall be measured as wall signs and shall 

only be used on the canopy/awning.  See the section for Canopies and Awnings for information on the 
design of canopies and awnings. 

  
Parking Lot Signs 
A pole-mounted projecting sign is allowed for surface parking lots with no associated building.  One sign per 

street frontage is allowed.  The maximum size shall be 36 square feet per sign.  The side of the sign shall 
be attached to the pole and the pole will be considered the “building façade.”  All projecting sign standards 
shall apply; parking lot signs shall follow the standards of a 1-story building. 
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Building Sign: Wall Sign 
  
Description 
• A wall sign is a building sign that is attached flat to, or mounted away from but parallel to, the building 

façade. 
• A wall sign may be painted on the building façade, in some instances, as a modification. 
  
General Provisions 
· A wall sign shall be located lower than the window sills of the top floor for multi-story buildings.  
· No portion of a wall sign may extend above the roof line or above a parapet wall of a building with a flat 

roof. 
· No portion of a wall sign may extend above the lower eave line of a building with a pitched roof. 
· A wall sign cannot cover windows or architectural details. 
· An exposed raceway shall be finished to match the background wall or be integrated into the overall design 

of the sign. 
· A wall sign can be externally or internally illuminated in accordance with the section on Illumination. 
  
Design Standards 

A Overall area allocation (max)--see allocation of sign area 
B  Projection (max)--2 inch OR 13 inches for internally lighted or neon signage  
C Exposed Raceway height--50% of the letter height, OR if the Raceway is used as the sign background, 

the Raceway may extend 3 inches beyond the largest part of the sign.  Refer to Illumination section 
for additional raceway standards and permitted locations. 

  
  
Illumination 
  
Illumination of signs shall be in accordance with the following requirements: 
  
External Illumination 
· External light sources shall be placed close to, and directed onto the sign and shielded to minimize glare 

into the street, sidewalks or onto adjacent properties. 
· Projecting light fixtures used for externally illuminated signs shall be simple and unobtrusive in appearance.  

They should not obscure the sign. 
  
Internal Illumination 
· Channel letters may be internally lit or back-lit. 
· For cabinet signs, the background must be opaque.  Only graphics, text and logs may be illuminated, and a 

halo of one inch around graphics, text, and logos may be non-opaque.   
· Exposed neon may be used for lettering or as an accent. 
  
Prohibited Light Sources 
The following light sources are prohibited: 
· Blinking, flashing, chasing, and sequential lighting.  This type of lighting may be allowed for Broadway 

(not the district but the street) only through a modification.  In these cases, the chase or flash should not 
last less than every three seconds. 

· Bare bulb illumination. 
  
Raceways and Transformers 
· Visible transformers are prohibited. 
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Background: The property at 
305 Broadway is a three story 
brick commercial structure.  Built 
circa 1910, the property 
contributes to the Broadway 
Historic Preservation Zoning 
Overlay.  A parking lot sits 
immediately adjacent to the 
building, causing the western 
party wall to be exposed.   
 
Analysis and Findings:   
The applicant is proposing a 
vertically oriented sign along the 
exposed western façade of the building, where it will be visible from Broadway.  The 
sign utilizes internally lit channel letters on raceways. 
 
Vertical Signage:  While signage along secondary elevations has been permitted, the 
design guidelines for Broadway did not anticipate or provide for vertical wall signage, 
other than painted signs.  Vertical neon wall signs on highly visible facades have the 
potential of not meeting the purpose of the design guidelines which state that the 
“regulations are to preserve the historic character of the overall district and individual 
historic buildings.”  A permit was recently issued for a vertical neon sign at 400 
Broadway (Whiskey Row), in error.  As this is the second such application to be 
submitted, and as the design guidelines do not provide guidance for this type of signage, 
Staff is proposing a policy to govern such situations in the future.  If approved by the 
Commission, this policy will be added to the guidelines as italicized language.  The 
proposed policy is as follows: 
 
Draft Vertically-Oriented Wall Signage Policy for the Broadway District 

• Appropriate location for wall signs is side elevations that are exposed party walls 
that historically connected to another building.  Vertically oriented signage is not 
appropriate on front facades, rear or side facades that front an alley or street.     

• Vertical wall signage should meet requirements for wall signage and not cover 
historic painted signage. 

• Vertical wall signage should be considered within the total allotment with 
maximums of 15’ in height and 3’ in width, with the bottom of the signage at 12’ 
from grade. 

• Vertical signage shall not include flashing or chasing lights or moving elements.   
• Neon signs should utilize raceways, painted the color of the building if not used 

as a background for the sign, in order to minimize holes in the building. 
 
Location:  The proposed wall sign is located below the window sills of the top floor and 
does not extend above the roof line or above the parapet wall, nor does it cover windows 
and architectural details, all in accordance with the design guidelines.  However, the 

Figure 1: 305 Broadway 

Figure 1:  305 Broadway 
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proposed sign will sit ten feet (10’) above grade, 
while the proposed signage policy has the bottom 
of vertical signs sitting twelve feet (12’) from 
grade.  The proposal of twelve feet (12’) in the 
policy comes from Public Work’s requirement for 
projecting signage to keep it from being 
accessible to pedestrians.  Since this wall sign is 
not above a storefront where it would normally 
have some protection, Staff determined that 
twelve feet (12’) would be appropriate for the 
same reason as a projecting sign.  Staff 
recommends that the signage be moved up two 
feet (2’). 
  
Design/Lighting:  The sign utilizes raceways 
which will be painted the color of the building, as 
per the guidelines and the vertical signage policy.  
The total projection of the proposed sign is six 
inches (6”), which is less than the thirteen inches 
(13”) allowed for internally lighted signage. 
There are three lines of raceway for two lines of 
text. The raceway for the narrow line of text 
exceeds 50% of the height of the letters.  As these 
letters are twelve inches (12”) tall, this raceway 
can be a maximum of six inches (6”) tall.  The 
two lines of raceway for the taller text equal less 

than one foot (1’) in combined height, which is appropriate for the larger four foot, two 
inch (4’2”) letters.  (See Figure 3.) 
 

  

 
  

Figure 2:  Proposed vertical sign 

Figure 3:  Raceway, indicated in brown, is taller than 50% of the smaller letter height 
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Allotment/Size:  The building has a frontage of ninety-one feet (91’).  The design 
guidelines allow for one times the front width for non-street-facing building facades.  The 
proposed sign is just above ninety-six (96) square feet and therefore exceeds the allotment.   
 
The sign as proposed is seventeen feet, six inches (17’6”) tall and five feet, six inches 
(5’6”) wide.  The vertical signage policy recommends such signs be no more than fifteen 
feet (15’) tall and three feet (3’) wide.  A vertical neon sign, in a highly visible location, 
has a greater impact on a historic building than a horizontal wall sign above a storefront.  
 
Staff finds that the sign does not meet the guidelines in terms of size and allotment.   
  
Materials:  The materials are acrylic, vinyl, and LED lighting, all of which have been 
approved by the Commission in the past and meet the design guidelines for signage 
materials. 
 
Illumination: Lighting will be channel letters with neon lighting.  Staff recommends that 
the sign not having any moving parts or lights that blink, flash, chase or that are sequential. 
 
Recommendation:   
 
Staff recommends approval of the proposed vertical sign with the conditions that:  

• The sign be altered in size so that it is a maximum of fifteen feet (15’) high and 
three feet (3’) wide to meet the design guidelines for wall signage on a side 
elevation and the intent of the design guidelines which is preserve the historic 
character of the overall district and individual historic buildings; 

• The bottom of the sign be twelve feet (12’) from grade;  
• The raceway height shall not exceed 50% of the height of the letters it supports; 

and 
• The sign shall not having any moving parts or lights that blink, flash, chase or that 

are sequential. 
With these conditions, the project meets the design guidelines for signage in the 
Broadway Historic Preservation Zoning Overlay. 
  




