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CIVIL DESIGN CONSULTANTS, LLC
CIVIL ENGINEERS - LAND PLANNERS

CIVIL-DESIGN-CONSULTANTS, LLC
8170 COLEY DAVIS RD, NASHVLLE, TN. 87221
PHONE: (615) 319-2734 EMAL: GIVILCONSULTANTS @BELLSOUTH.NET

SP_NOTES:

Wheel chair accessible curb ramps, complying with applicable metro public works standards, shall
be constructed at street crossings.

The required fire flow shall be determined by the metropolitan fire marshal’s office, prior to the
issuance of a building permit.

Size driveway culverts per the design criterig set forth by the Metro Stormwater Manual (minimum
driveway culvert in Metro right of way is 15~ CMP).

Metro Water Services shall be provided sufficient & unencumbered ingress & egress at all times in
order to maintain, repair, replace & inspect any stormwater facilities” within the property.

Individual water and/or sanitary sewer service lines are required for each unit.
Solid waste pickup to be provided by individual roll—away cans.

Ownership for units may be divided by a horizontal property regime or a subdivision approved by the
Metro Planning Commission.

Minor modifications to_the preliminary SP plan may be approved by the Planning Commission or its
designee based ufoon final architectural, engineering” or site design dnd actual sité conditions. A
modifications shall be consistent with the principles and further "the objectives of the ogproqu plan.
Modifications shall not be permitted, except through an ordinance approved by Metro Council that
increase the permitted density or floor area, add uUses not otherwise permitted, eliminate specific
conditions or requirements contained in the plan as adopted through this enacting ordinance, or add
vehicular access points not currently present or approved.

For any development standards, regulations and requirements not specifically shown on the SP plan
and/or included as a condition of commission or council approval, the property shall be subject to
the  standards, regulations and requirements of the RM 15—A zoning district ds of the date of the
applicable request” or application.

The final site Plon shall depict the required public sidewalks, any required grass strip or frontage
zone and the location of all existing and proposed vertical obstrictions within the required sidewalk
and _grass strip or frontage zone. prior to the issuance of use and occupancgy permits, existing
vertical obstructions shall”"be relocated outside of the required sidewalk. vertiCal obstructions are
only permitted within the required grass strip or frontage zone.

PURPOSE NOTE:

THE PURPOSE OF THIS PLAN IS TO ALLOW FOR CONSTRUCTION OF A
MULTI-FAMILY DEVELOPMENT WITH 16 DETACHED RESIDENTIAL UNITS.

DATA

O
O

2ND. COUNCILMANIC DISTRICT

PROPERTY IS NOT IN A SPECIAL FLOOD HAZARD AREA PER CURRENT FEMA FLOOD MAP
Panel Number 47037C0233H, Zone X Date 4/5/2017

SITE DATA

1. SUBJECT PROPERTY

PARCEL ID: 07007011800

SUBJECT PROPERTY IS PRESENTLY ZONED R-8, PROPOSED SP

TOPOGRAPHIC AND BOUNDARY INFORMATION ARE TAKEN FROM FIELD RUN
SURVEYS BY MCRAE AND ASSOCIATES, LLC AND AVAILABLE AS—BUILT INFORMATION.
SEND ALL CORRESPONDENCE TO THE FOLLOWING:

> wnN

OPTIONEE: ENGINEER:

MR. HAROLD JOHNSON MR. JARED GRAY, PE
PROGRESSIVE DEVELOPMENT, LLC CIVIL DESIGN CONSULTANTS, LLC
214 MCMILLAN ST. 8170 COLEY DAVIS ROAD
NASHVILLE, TN. 37203 NASHVILLE, TN. 37221
615—-533—-407/8 615—638—8207

EXISTING LAND AREA
EXISTING ADDRESS:

56,463 SF=1.30 ACRES
926 WEST TRINITY LANE

DESIGN STANDARDS:

a. Building fagcades fronting a street shall provide a minimum of one principal entrance
{doorway) and a minimum of 15% glazing.

Windows shall be vertically oriented at a ratio of 1.5:1 or greater, except for dormers.
EIFS, vinyl sidingand untreated wood shall be prohibited.

Porches shall provide a minimum of six feet of depth.

A raised foundation of 18"~ 36" is required for all residential structures

oo o

PRELIMINARY SP
FOR

CITY VIEW ESTATES

PROGRESSIVE DEVELOPMENT LLC.
SP CASE NUMBER: 2018SP-016-001

>EITE

MAP FROM GOOGLE MAPFS

LOCATION MAP

NOT TO SCALE

926 WEST TRINITY LANE
2ND COUNCILMANIC DISTRICT
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C5 UTILITY PLAN

A4.1-A42 ARCHITECTURAL ELEVATION DRAWINGS

Metro Planning — Zoning: "Building setbacks shall be per the Metro Zoning Code.”

Metro Planning - Street Signs (public or private street). “No building permit may be issued on any lot
until street name signs are installed and verified by the Metropolitan Department of Public Works on all

_streets on which the |ot depends for access.”

Metro Planning — Federal Compliance All development within the boundaries of this plan meets the
requirements of the Americans with Disabilities Act and the Fair Housing Act. ADA: http/Awww.ada.gov/

Metro Water Services - Stormwater (78-840): “Any excavation, fill or disturbance of the existing
ground elevation must be done in accordance with storm water management ordinance No. 78-840 and

_approved by The Metropolitan Department of Water Services.

Metro Water Services - Stormwater (waterway buffer): “The buffer along waterways will be an area
where the surface is left in a natural state and is not disturbed by construction activity. Thisis in

‘Metro Water Services - Stormwater (Culvert/Driveway). Where applicable, "Size driveway culverts

per the design criteria set forth by the Metro Stormwater Manual. (Minimum driveway culvert in Metro

ROWIs 15" CMP)."

Metro Water Services - Stormwater (Preliminary Plan/Plan): “This drawing is for illustration purposes
to indicate the basic premise of the development. The final lot count and details of the plan shall be

_governed by the appropriate regulations at the time of final application.”

Metro Water Services — Stormwater (Access): “Metro Water Services shall be provided sufficient and
unencumbered ingress and egress at all times in order to maintain, repair, replace, and inspect any
stormwater facilities within the property.

Greenways: “"Except as authorized by approved construction plans, no grading, cutting of trees, or
disturbance of natural features shall be performed within this easement.”

CIVIL ENGINEERS - LAND PLANNERS
CIVIL-DESIGN-CONSULTANTS, LLC
8170 COLEY DAVIS RD., NASHVILLE, TN. 37221
PHONE: (615) 319-2734EMAIL: CIVILCONSULTANTS @ BELLSQUTH.NET

CIVIL DESIGN CONSULTANTS, LLC

ey,

LTI AN

Metro Fire Marshal: “The required fire flow shall be determined by the Metropolitan Fire Marshal's
Office, prior to the issuance of a building permit.”

Metro Water Services - Water & Sewer (Unknown commercial/industrial Use):

Note to Prospective Owners:

You are strongly advised to contact Metro Water Services Engineering (Development Services) to
determine adequacy of public water and sewer facilities for intended development of property. “
Metro Water Services - Water & Sewer: “Individual water and/or sanitary sewer service lines are
required for each parcel.”

METRO NASHVILLE, DAVIDSON COUNTY, TENNESSEE
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SCALE: As Shown
DATE: MAY 18, 2018
JOB NO. WK. ORDER
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EXISTING CONDITIONS NOTE: GEOTECHNICAL NOTE: GENERAL NOTES o
EXISTING CONDITIONS SHOWN ON THIS PLAN TAKEN FROM FIELD RUN NO GEOTECHNICAL STUDY HAS BEEN CONDUCTED ON THIS SITE. HOWEVER, |
SURVEY DATA PROVIDED BY THE OWNER AND CAMPBELL MCRAE AND THE DESIGN FOR SITE IMPROVEMENTS SHOWN ON THIS PLAN HAS RELIED ON 1 ;EENgEvaFLSLS/EFEY O%":TmTE% FBC;RTL"E'E CVC\gﬁ?gAgTHOORW'\F‘,R%‘R TEOES(EOWEN%E(AEELNOTPMENT - 5
ASSOCIATES. CIVIL DESIGN CONSULTANTS LLC, AND THIS ENGINEER ASSUME EXPERIENCE WITH SIMILAR PROJECTS AND SIMILAR SOIL/SITE CONDITIONS. IF, OF o 55
NO LIABILITY AS TO THE COMPLETENESS OR ACCURACY OF WHAT IS SHOWN IN THE PURSUIT OF THIS WORK BY THE CONTRACTOR, {JONDITIONS OR ANY WORK ON THIS PROJECT. THE CONTRACTOR SHALL GIVE AL NECESSARY =3 gh?
T0 BE EXISTING.  CONTRACTOR SHALL VERIFY 1F NECESSARY ALL EXISTING NOTICES AND OBTAIN ALL PERMITS AND PAY ALL FEES INVOLVED IN SECURING ZU 38
CIRCUMSTANCES ARE ENCOUNTERED THAT ARE DIFFERENT THAN REFLECTED SAID PERMITS. HE SHALL ALSO COM <z Fc
CONDITIONS AND NOTIFY CIVIL ENGINEER IN THE EVENT THAT DISCREPENCIES IN THESE PLANS QR THAT APPEAR TO IMPACT THE SCOPE OF THE WORK ‘ PLY WITH ALL CITY, COUNTY AND STATE =3gd
ExIST ) BUILDING LAWS, ORDINANCES OR REGULATIONS RELATING TO THE CONSTRUCTION —Ia& 255
. gHE CONTRACTOR WILL IMMEDIATELY NOTIFY THE CIVIL ENGINEER AND THE OF PROJECTS SUCH AS THIS ONE. 22 gsg
WNER/DEVELOPER BEFORE ANY REMEDIAL COURSE OF ACTION OR DESIGN 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR AND SHALL BEAR ALL EXPENSES Z - g42
CHANGE IS INITIATED. ALL PARTIES (OWNER, CIVIL ENGINEER, PROPER OF FIELD STAKING NECESSARY FOR SITE LAYOUT. ALL LAYOUT SHALL BE PERFORMED Qeoey
. GOVERNMENTAL AGENCIES, AND CONTRACTOR) MUST BE IN AGREEMENT AND IN ACCORDANCE WITH DETAIL PLANS AS OUTLINED IN THE PROPOSED PROFILE PLAN Ol &3
~___ — 1 _— THE MAGNITUDE OF THE COST/TIME REQUIRED FOR THE MEASURES PROPER PLANS SHOULD BE USED FOR ALL NEEDED STAKING Z 3 #eh
/ ESTABLISHED. 3. THE LOCATION OF EXISTING PIPING AND UNDERGROUND UTILITIES, SUCH AS Qu g3
g WATER AND GAS LINES, ELECTRICAL AND TELEPHONE CONDUITS, ETC., ARE NOT SHOWN @e°¢
ON THIS PORTION OF THE PLANS BUT ARE AVAILABLE FROM THE EXISTING UTILITY S 3
45— SURVEY o 5
— PROVIDERS. HOWEVER, CIVIL DESIGN CONSULTANTS, LLC, THE CIVIL ENGINEER DOES NOT i 2
PREPARED BY: ASSUME RESPONSIBILITY THAT, DURING CONSTRUCTION, THE POSSIBILITY OF UTIL— S
ITIES OTHER THAN THOSE SHOWN MAY BE ENCOUNTERED OR THAT ACTUAL LOC— 3
CAMPBELL, McRAE ATION OF THOSE SHOWN MAY VARY SOMEWHAT FROM THE LOCATION DESIGNATED ©
& ASSLCIATES, ON THIS PORTION OF THE PLANS. IN AREAS WHERE IT IS NECESSARY THAT THE
SURVEYING. INC EXACT LOCATIONS OF UNDERGROUND LINES BE KNOWN, THE CONTRACTOR SHALL,
‘ / 5918 BE/?/?;/ LTl DR AT HIS OWN EXPENSE, FURNISH ALL LABOR AND TOOLS TO EITHER VERIFY AND o
IVE SUBSTANTIATE OR DEFINITELY ESTABLISH THE LOCATION OF THE LINES. i,
- R
/)/ NASHVILLE, TN, 37204 4, THE CONTRACTOR MUST UNDERSTAND THAT THE WORK IS ENTIRELY AS HIS RISK .
— st DL/ £15-P05-p454 UNTIL SAME IS ACCEPTED AND HE WILL BE HELD RESPONSIBLE FOR ITS SAFETY
- , BY THE OWNER. THEREFORE, THE CONTRACTOR SHALL FURNISH AND INSTALL ALL
FAX 615-297-P8P8 NECESSARY TEMPORARY WORKS FOR THE PROTECTION OF THE WORK, INCLUDING
CMATL  cmae@ottnet BARRICADES, WARNING SIGNS, AND LIGHTS.
TO BE REMOVED - > INSPECTION AND FINAL APPROVAL OF APPROPRIATE DEPARTMENTS HAVING
/ JURISDICTION WITHIN METRO NASHVILLE
, DAVIDSON COUNTY.
4 LEGEND 6. IF, DURING THE CONSTRUCTION OF THE SITE DEVELOPMENT PORTION OF THIS
. 0 ILRD=IRON ROD <. D) PROJECT, A QUESTION OF INTENT OR CLARITY ARISES FROM EITHER THE PLANS D
— —4# TR.(NI=IR OR SPECIFICATIONS, THE CONTRACTOR WILL IMMEDIATELY BRING THE MATTER TO e
= ~ ON ROD CNE W2 THE ATTENTION OF THE CIVIL ENGINEER FOR RESOLUTION BEFORE THE AFFEC—
W=WATER LINE (RECUORID) TED WORK ITEMS ARE INITIATED OR PURSUED FURTHER.
- % S= SEWER LINE (RECORD) 7. THE CONTRACTOR WILL EXERCISE EXTREME CAUTION IN THE USE OF EQUIPMENT
—t4e — Pl I ERHEAD | INES IN AND AROUND OVERHEAD POWER LINES. IF AT ANY TIME IN THE PURSUIT OF
= THIS WORK THE CONTRACTOR MUST WORK IN CLOSE PROXIMITY OF THE ABOVE—
e
- N N:% P E/P =FDGE PAVEMENT IT\ISJEBRHIF{IE?O TQLIJZCELI%VCE)TSFLCAA;\\IND/OR TELEPHONE COMPANIES SHALL BE CONTAC—
VASHVILLE LI N D THE PROPER SAFETY MEASURES TAKEN. A
~_MISSIIN PENTECOSTAL CHURCL, N 3 ~ L e — M.B.S.L.=MINIMUM BUIL DING THOROUGH EXAMINATION OF THE OVERHEAD LINES IN THE PROJECT AREA SHOULD
RUBG, TN & \?,“ Jents RESUBDTVISTIN 0F I07 2 ‘ SETBACK L INE BE MADE BY THE CONTRACTOR PRIOR TO THE INITIATION OF CONSTRUCTION.
PARCEL 2 s 2 £XISTING 0F THE RESUBI ) 8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE DONE TO THE
07007007600~ N \5 55 VAYNES FREE SILVER SUBDIVSIO - PREMISES OR ADJACENT PREMISES, OR INJURIES TO THE PUBLIC DURING THE
— _ oy INSTRUMENT #2008 - CONSTRUCTION OF THE WORK, CAUSED BY HIMSELF, HIS SUBCONTRACTORS OR
THE CARELESSNESS OF ANY OF HIS EMPLOYEES.
T 20 /w/ ggggggax&fgﬂzgggg%gm MARS 9. TOPSOIL STRIPPED FROM THE AREAS TO BE GRADED WILL BE STOCKPILED ON =
o SITE, AT A SPOT TO BE FIELD DETERMINED BY THE CIVIL ENGINEER, AND SHALL <j
\¥ . _/ LATER BE USED FOR SUBSEQUENT USE IN FINAL DRESSING AND SEEDBED PREP-—
e 7  _ V— — —umm s ARATION. SAID STOCKPILES WILL BE LOCATED SO AS NOT TO INTERFERE WITH (D — an
T - . \ T0 BEREMOVED INSTRUMENT #20170118-0005613 SETBACKS ARE PER METRO 70N ACTIVITIES OF OTHER PORTIONS OF THE WORK ON THE PROJECT. O i
, 0.0C, TN 10. THE STOCKPILING OR STORAGE OF TREES, VEGETATION AND OTHER DELETERIOUS 0 ||=Z
, ! PARCEL 1D ” ! ”
~ ,,199598, ROD ) 07007007500 ING CODE MATTER OR MATERIALS DEEMED "UNSUITABLE” BY THE SOILS AND CIVIL ENGIN— Lu O| “ o
W62 g EERS SHALL NOT BE ALLOWED ON SITE. SAID MATERIALS SHALL BE PROPERLY I_ =z || =
— \< - DISPOSED OF OFF THE PROPERTIES, THE COST AND RESPONSIBILITY OF WHICH QO Z || =
g 442 ’ T
o . s — [— SHALL BE THE CONTRACTOR’S. SITE FOR THE DISPOSAL OF SAID MATERIALS — L
o p — o  — SHALL FIRST BE APPROVED BY THE CIVIL ENGINEER O = 5
—7 — i B 11. THE PLACING AND SPREADING OF ANY FILL MATERIAL IS TO BE STARTED AT THE |
— ~ @ e - LOWEST POINT AND BROUGHT UP IN HORIZONTAL LAYERS OF 8—INCH THICKNESS. |— 0 O E =
- I - SAID FILL MATERIAL IS TO BE FREE OF SOD, ROOTS, FROZEN SOILS, OR ANY — 2 ||W
S (\ 5646345 S - — OTHER DECOMPOSABLE MATERIAL. THE RELATIVE COMPACTION OF EACH LAYER CD o QO
- \ g SF R Q- — SHALL NOT BE LESS THAN 95% OF THE STANDARD PROCTOR MAXIMUM DRY ~N L ©
- ~_ \ — 130 ACRES?* A& B DENSITY (ASTM D—698) IN ALL AREAS OF FILL, AND COMPACTION OF 100% OF Lu o - 3
— X 43— SAME SPECIFICATION FOR MATERIALS USED IN THE UPPER 24 INCHES BENEATH e
~ \ ~— __ Q __— BY GRAPHIC SCALING FROM THE LATEST PAVEMENT AND GRADE SLABS. = o2
N - \\ \ — — — ™ - - F.EMA / FLOOD INSURANCE RATE MAP L % <S( 2
N THIS PROPERTY IS NOT LOCATED IN A V9
~ \ \\ 4 FEMA. / F.IRM SPECIAL FLOOD HAZARD AREA SITE PREPARATION NOTES: Wl S 2o 8
- \ ~ N e PROPERTY IS LOCATED IN ZONE “X” UNSHADED 1. BEFORE ANY CLEARING/GRUBBING WORK IS INITIATED, THE CONTRACTOR AND ~ | & 25
\a\ \ \ \ T — - - Panel Number 47037C0233H, Zone X Date 4/5/2017 REPRESENTATIVES OF BOTH ARCHITECT AND CIVIL ENGINEER WILL > =
—_ "WALK—OUT” THE “LIMIT OF CLEAR LINE” AND INSURE THAT IT IS CLEARLY
_— =z 210
“ MARKED AND VISIBLE. <
_ \ - — 2. THE SCOPE OF CONTRACT SITE PREPARATION SHALL INCLUDE CLEARING AND ﬁ < |O
\ = _— GRUBBING, EXCAVATION AND DISPOSAL OF ALL REMOVED TREES, VEGETATION o o)
- N S \ \ P - AND OTHER DELETERIOUS MATERIAL. THE SITE PREPARATION CONTRACTOR x|l
N N L - A UTILITIES SHOWN WERE TAKEN FROM PUBLIC CONTOURS, ARE SHOWN TO FINISH SURFAGE GRADE. o [ ROrOoeD = o ¥ =2
N B | —
N 3\ | ~ ~ > - AS-BUILT RECORDS & FIELD LOCATION. THERE MAY 3. TOPSOIL STRIPPED FROM THE AREAS TO BE GRADED WILL BE STOCKPILED o N =
et U INC\ - \ - - — B - BE UTILITIES [OR EASEMENTS PRESENT THAT ARE ON SITE, AT A SPOT TO BE FIELD DETERMINED BY THE CIVIL ENGINEER, AND @
cosrty RSION FOR. NOT SHOWN 0N THIS SURVEY LATER BE USED FOR SUBSEQUENT USE IN FINAL DRESSING AND SEEDBED S<
BOK 8256 N \ _ , PREPARATION. SAID STOCKPILES WILL BE LOCATED SO AS NOT TO INTERFERE (L]
ey \ \3> \ - CONTACT THE TENNESSEE [ONE CAlLl SYSTEM WITH ACTIVITIES OF OTHER PORTIONS OF WORK ON THE PROJECT.
0700700740 4, THE STOCKPILING OR STORAGE OF TREES, VEGETATION AND OTHER
\ X \ \ B — _— PRIOR 1L ANY CONSTRUCTION LR DIGGING. DELETERIOUS MATERIALS DEEDED "UNSUITABLE” BY THE SOILS AND CIVIL
- \ — P ENGINEERS SHALL NOT BE ALLOWED ON SITE. SAID MATERIALS SHALL BE
_ PROPERLY DISPOSED OF OFF THE PROPERTIES, THE COST AND
\ \ ~ _— ~ BOUNDARY SURVEY [OF RE : ’
i SPONSIBILITY OF WHICH SHALL BE THE CONTRACTOR’S. SITE FOR THE
\ N \ N - ~ LOT 1, RESUBDIVISION OF DISPOSAL OF SAID MATERIALS SHALL FIRST BE APPROVED BY THE CIVIL
NN N \ _ PART OF LOT 45 ENGINEER.
N\ \ — HAYNES FREE SILVER SUBDIVISION
\ %éi \ \ \ P e BOOK 9700, PAGE 89 DEMOLITION NOTES:
%\ N\ e Yau R.ODC, TN, 1. THE CONTRACTOR WILL BE REQUIRED TO REMOVE ALL EXCAVATED MATERIALS
“ - / PROPERTY LOCATED IN THE 2TH A0 SUCH ITEMS SHALL BECOME e FROPERTY O THe CONTRACTOR. AL
AN \V / COUNCIL DISTRICT UOF NASHVILLE, CONTRACTOR SHALL OUTLINE ANY AND ALL POSSIBLE HAUL ROUTES AND SHALL
~ - \ ~_ - \ ~ / DAVIDSON COUNTY TENNESSEE %EPSFVF'JARED TO SUBMIT SUCH TO THE METRO NASHVILLE DEPT. OF PUBLIC WORKS,
L ENGINEER AND OTHER AUTHORITIES FOR APPROVAL.
5 ~ _\! VN / / ON THE SOUTHERLY MARGIN Lf 2. IF, AT ANY TIME, PRIOR TO OR DURING THE DEMOLITION WORK, HAZARDOUS
“ U \ \ P / - WEST TRINITY LAND, EAST MATERIAL 1S ENCOUNTERED, THE CONTRACTOR SHALL NOTIFY THE CIVIL
~ N OF ALICE STREET ENGINEER.
. 3 / / 3. THE CONTRACTOR SHALL NOTIFY ADJACENT OWNERS OF WORK WHICH MAY
N N IR ~ N P PROPERTY ADDRESS: AFFECT THEIR PROPERTY, POTENTIAL NOISE, UTILITY OUTAGE OR DISRUPTION.
“ N Ny N / / 926 WEST TRINITY LANE, SUCH OPERATIONS SHALL BE CONDUCTED BY THE CONTRACTOR WITH MINIMUM
% INTERFERENCE TO ADJACENT OWNERS. ADJACENT EGRESS AND ACCESS SHALL
DN “~ ;%0/50 / NASHVILLE, TN.,, 3/720/ BE PROPERLY MAINTAINED AT ALL TIMES. DO NOT CLOSE OR OBSTRUCT ANY
- — DEED REFERENCE: ROADWAYS, PARKING OR SIDEWALKS WITHOUT PERMISSION FROM THE REVISIO
AN —_— 29 50 / INSTRUMENT # 50070323_003 J ADJACENT OWNERS OR METRO NASHVILLE DEPARTMENT OF PUBLIC WORKS. NS
AN — — 2 051853 4,  PRIOR TO THE COMMENCEMENT OF DEMOLITION /GRADING OPERATIONS, ALL DESIGNED BY: J. GRAY
o0 7ol ) / RODC., TN OVERHEAD AND UNDERGROUND UTILITIES SHALL BE LOCATED. ' '
— / / ALL REMOVAL AND/OR RELOCATION OF UTILITIES SHALL BE COORDINATED
— ,
— — Y / PARCEL ID: 07007011800 WITH THE RESPECTIVE UTILITY COMPANIES. DRAWN BY: J. GRAY
— - P.ADC., TN, 5. éA\I_ITL UTILITIES , UTILITY POLES, AND TRAFFIC SIGNALS WITHIN PUBLIC R.O.W.
— — ALL REMAIN.
~— e / DATE OF SURVEY 3-06-1/ APPROVED BY: J. GRAY
— — SCALE : 17=20
\
\ — 7 PREPARED FLR: SCALE: AS SHOWN
CONTOURS SCALED FROM PROGRESSIVE DEVELOPMENT A
\
\ \ JOB NO. WK. ORDER
IF YOU DIG TENNESSEE... -
CALL u335 FIRST! 15-007 001
1-800-351—1111
(@6 1-615-366—1987 0 >0 °0 20 SHEET NO.
v TEi_T_NgSSTP;E EONELA?\»;ILL
o C O
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( \ 2 PAVEMENT NOTE o
0]
- R/ ALL  SIDEWALKS, 3,
- . — AND PATIO AREAS TO BE CONCRETE G .-
_ a5
, p GREEN CONCRETE - o éﬁ
8 PLANW& STRIP 19:9 e A | SOV Zzf 3
6’ SIDEWALK (TYP) ST'D. HENRICO CO. < 2 ;;'E©
\ I CURB & GUTTER— < E'ﬂ’g
/ \%6 - P - ' . - W1’ 5'; E%%
/> - -g ’ - % < gdg
- I 1 1 o S:Q
4 (]2 NI o bopuson or suscmoe ox GENERAL LAYOUT NOTES 813
r4 3_,n
' ARTER FUTURE ROV 1 1. THE CONTRACTOR SHALL CHECK ALL FINISHED GRADES AND DIMENSIONS IN THE Z g &8%
U\\ IT CURBEDICATION ~ FROM e FIELD AND REPORT ANY DISCREPANCIES TO THE OWNER'S REPRESENTATIVE PRIOR %ﬁ g87
g’ ‘ — : 5° ¢
558 . ﬁ" GENIER' TR
£ T TQ - 57168 o‘gb\ 51 (N? PENGE AT NEW . OE 2. THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF ALL EXISTING UTILITIES. Q g
E S ADIUS | = FENCE AT NEW TAKE CARE TQ PROTECT UTILITIES THAT ARE TO REMAIN. REPAIR CONTRACTOR = =
W 3 RPDNGTH R0, ¢ 5 PROPERTY INE_ CAUSED DAMAGE ACCORDING TO LOCAL STANDARDS AND AT THE CONTRACTOR'S >
L TREATED WOOD EXPENSE. COORDINATE ALL CONSTRUCTION WITH THE APPROPRIATE UTILITY COMPANY. o
\ / 3. THE CONTRACTOR SHALL CONFORM TO ALL LOCAL CODES AND OBTAIN ALL PERMITS
. e PRIOR TO BEGINNING WORK.
— /‘/ 4. PROVIDE A SMOOTH TRANSITION BETWEEN EXISTING PAVEMENT AND NEW PAVEMENT.
T 42 FIELD ADJUSTMENT OF FINAL GRADES MAY BE NECESSARY. INSTALL ALL UTILITIES
; gTREE P PRIOR TO INSTALLATION OF PAVEMENT.
GIN] 6% TALL OPAQUE
R s S L O BT LB R G PR
P ROGERTY , MATERIA ’
MATERR o B . PROPOSED PUBLIC DRIVE EXPENSE. -5 AT CONTRACTOR'S
. — PROPOSED ROADWAY CRQOSS SECTION
T — v CITY VIEW ESTATES 6. DIMENSIONS ARE TO THE EDGE OF ASPHALT UNLESS OTHERWISE NOTED.
—— [—— 0 ), ° °
AREA BETWEEN PROPERTY LINE — P 7. CONTRACTOR SHALL EXERCISE EXTREME CAUTION IN THE USE OF EQUIPMENT IN NS
AND AROUND OVERHEAD ELECTRICAL WIRES AND SERVICES. IF AT ANY TIME IN THE T .
. o - PURSUIT OF THIS WORK, THE CONTRACTOR MUST WORK IN CLOSE PROXIMITY OF “hargg g™
_ o— - —— THE ABOVE NOTED WIRES, THE ELECTRICAL COMPANY SHALL BE CONTACTED PRIOR
e TO SUCH WORK AND THE PROPER SAFETY MEASURES TAKEN.
ST-200 _—
CURB & GUTTER 8. IN EASEMENTS AND RIGHTS—OF—WAY, CONTRACTOR SHALL PROTECT AND RESTORE
o (1) s SAID PROPERTY TO A CONDITION SIMILAR OR EQUAL TO THAT EXISTING AT THE
\xﬁgg’]‘gﬁﬁ LIGHT ke - COMMENCEMENT OF CONSTRUCTION EXCEPT AS NOTED.
0160321-0026510 o o » |
INSTRUMENT #e RESUBDIV. fg% o e 9. THE CONTRACTOR SHALL COMPLY WITH ALL PERTINENT PROVISIONS OF THE
RODL, T 0F THE RESUBDI MANUAL OF ACCIDENT PREVENTION IN CONSTRUCTION” ISSUED BY AOC OF
o707l ~_ FASNES FREE SILVER SUBDIVSION - AMERICA, INC. AND THE "SAFETY AND HEALTH REGULATIONS FOR CONSTRUCTION"
PaDE, — INSTRUMENT 420061022-0105712 / ISSUED BY THE U.S. DEPARTMENT OF LABOR.
\ R-D'D' " o
M
CONTINUE INSTALLATION 6’ TALL A
meoai TEEerqELE T%Loarée PROPERTY METRO ST—324 RAMP @ - ~ SITE DATA
TREATED WOOD (TYP) Sy 1. SUBJECT PROPERTY IS PRESENTLY SHOWN AS INSTRUMENT
CONTINUE_INSTALLATION 6 TAL T ?ﬁé%@w% #20170118-0005613 PARCEL ID: 07007011800
OPAQUE FENCE ALONG PROPER — RODC, TN 2. SUBJECT PROPERTY IS PRESENTLY ZONED R—8, PROPOSED SP
LINE MATERIAL T0 BE PARCEL 1D 3. TOPOGRAPHIC AND BOUNDARY INFORMATION ARE TAKEN FROM FIELD RUN (D — L
() PADC, TN SURVEYS BY MCRAE AND ASSOCIATES, LLC AND AVAILABLE AS—BUILT INFORMATION. ® L
- 4. SEND ALL CORRESPONDENCE TO THE FOLLOWING: I | I O 0
\ (n
T 1RO SB\EP\‘NDAA&D('?'YP%ETRO/ — “ OPTIONEE: ENGINEER: I— L<|) g
- — MR. HAROLD JOHNSON MR. JARED GRAY, PE — n
~
- 4.0 MINIMUM e PROGRESSIVE DEVELOPMENT, LLC CIVIL DESIGN CONSULTANTS, LLC < O =
g SETBACK TO PROPERTY - 214 MCMILLAN ST. 8170 COLEY DAVIS ROAD | > =
o H-b b LINE = — NASHVILLE, TN. 37203 NASHVILLE, TN. 37221 I— 0 5 & <j
‘ ' \ — 615—533—4078 615—638—8207 2
Soace =" | e » METRO ST—324 RAMP - m o K 3 o
~ 438 n O
MODELED. 8 TYPE _— EXISTING LAND AREA 56,463 SF=1.30 ACRES “I :(?: o |
LANDSCAPE:BUFFER — EXISTING ADDRESS: 926 WEST TRINITY LANE
WK & TALL OPAQUE FENCE - L o2 | O
14 CANOPY TREES 4.0° MINIMUM ROW NOTE: n z2 |
5 UNDERSTORY TREES ETBACK TO PROPERTY £ 22 |%
am%“RUBS \ LINE ROW IS TO BE DEDICATED PRIOR TO BUILDING S 8 o ||
LANDSCAPE BUFFER 436 AND BE BONDED. LLI _
AREA BETWEEN PROPERTY LINE ALONG ENTIRE EASTERLY ~_— — DRIVEWAY UNITS 9—11, 13 ONLY DETAIL PROVIDED BY METRO =R
- PROPERTY LINE WITH . — Z
_ UNDERSTORY TREES A GROUND MOUNTED SIGN SHALL BE INSTALLED Z |l
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CONTOURS SCALED FROM
METRO GIS MAPS

—_—

EROSION SILTATION CONTROL
(TYP)

EX#ING
GRADE 00O /0O OON
ATo otk oy gt iata
8" MIN. GEQOTEXTILE FABRIC
FILTER TO STABILIZE
FOUNDATION
SECTION A-A
NOTES:

STONE SIZE ASTM—D448
(3" DIAMETER)

WIDTH AS REQUIRED TO ACCOMMODATE TRAFFIC (12 MIN)

STONE IS TO BE MAINTAINED TO PREVENT MUD TRACKING
FROM TIRES BY CONSTRUCTION TRAFFIC.

TEMPORARY CONSTRUCTION ENTRANCE

NOT TO SCALE

EXISTING TREE

PROVIDE "NO CON-
STRUCTION TRAFFIC
WITHIN FENCED AREA”
SIGN, EVERY FOURTH
POST

| __—DRIP LINE (TYP)

—PLASTIC FABRIC
(ORANGE)

STEEL "T" POSTS—

6" 0.C. MAX. TOPS
OF POSTS TO BE
PAINTED WITH ORANGE
FLOURESCENT PAINT
OR EQUIV.

NOTE:

POSTS TO BE PLACED

AT DRIP LINE— SEE
TREE PROTECTION DETAIL AT DRI LNE— SE
NOT TO SCALE LOCATION.

NOTE:

ALL TREE PROTECTION FENCING SHALL BE IN PLACE
PRIOR TO THE ISSUANCE OF A GRADING PERMIT. AND
SHALL BE MAINTAINED IN GOOD WORKING ORDER UNTIL
ALL CONSTRUCTION ACTIVITY IS COMPLETED. ANY REQUIRED
EROSION CONTROL MEASURES SHALL BE PLACED OUTSIDE
OF ANY TREE PROTECTION FENCING.

WATER QUALITY DEVICE AS—BUILT NOTE:

IN ACCORDANCE WITH THE METRO STORM WATER MANAGEMENT MANUAL,
VOLUME 1, SECTION 3.9, AS—BUILTS CERTIFICATIONS, MWS STORM WATER
DIVISION MUST APPROVE THE FOLLOWING AS—BUILTS PRIOR TO ISSUANCE OF
THE USE & OCCUPANCY PERMIT:

— UNDERGRQUND DETENTION AND WATER QUALITY INFRASTRUCTURE
—ABOVE GROUND DETENTION AND WATER QUALITY INFRASTRUCTURE
—PUBLIC STORM SEWER INFRASTRUCTURE

—CUT & FILL IN THE FLOOD PLAIN

—SINK HOLE ALTERATIONS

| 6’-0" T0 10'=0" | 2
APPROVED APPROVED BACKIN
SAPPRO) | POST SPACING | O

T AND FABRIC)

FILTER CLOTH FABRIC
W
I BACKFILL TRENCH

WOOD Posy
(BETWEEN POST b

< EXISTING
/ GROUND
\K

EXISTING 6"
» N GROUND MIN.
. <
BOTTOM OF 6" MIN 2‘:')
TRENCH Fi 'LTIEAI?B I%IE:OTH T U
WOOD POST ELEVATION - SECTION

@ FILTER CLOTH SHALL HAVE APPROVED BACKING OR A BUILT—IN REINFORCED

STRUCTURE, AS RECOMMENDED BY THE MANUFACTURER TO SUPPORT THE FILTER CLOTH.

@A PREASSEMBLED SILT FENCE MEETING THE REQUIREMENTS OF THIS DRAWING IS
ACCEPTABLE IN LIEU OF A FIELD CONSTRUCTED SILT FENCE.

EROSION/SILTATION FENCING

NOT TO SCALE

EROSION/SILTATION CONTROL NOTES

1. AREAS AND TIME OF EXPOSURE OF UNPROTECTED SOILS SHALL BE KEPT TO

A MAXIMUM OF 15 DAYS.

FAE&IF;SDUST WITHIN TOLERABLE LIMITS BY SPRINKLING OR OTHER ACCEPTABLE

USE TEMPORARY VEGETATION AND/OR MULCH TO PROTECT BARE AREAS FROM

EROSION DURING CONSTRUCTION.

NO OTHER WORK WILL BE INITIATED ON THE PROJECT UNTIL THE EROSION/

SILTATION MEASURES SHOWN ON THE PLANS AND DETAILS ARE PROPERLY IN

PLACE.

5. EROSION CONTROL SHOWN THUS  twmmmmumummm: ARF TO BE USED AS TEMPORARY
SEDIMENT BARRIERS. FENCES ARE TO BE FIRM AND SECURELY TIED WITH
PLASTIC OR WIRE BINDING. FENCES ARE TO BE PLACED TOUCHING AND FIRMLY
ANCHORED TO THE GROUND WITH STEEL DRIFT PINS OR WOODEN STAKES AS
SHOWN IN DETAIL.

6. IF, AT ANY TIME DURING THE CONSTRUCTION PHASE OF THIS PROJECT, THE
EROSION/SILTATION MEASURES INSTALLED FAIL TO FUNCTION PROPERLY, NEED
MAINTENANCE OR REPAIR, OR NEED NEW REPLACEMENT IN KIND, THE CONTRACTOR
WILL EFFECT SUCH ACTIONS AS ARE NEEDED TO CORRECT THE SITUATION AT
NO ADDITIONAL COST TO THE OWNER.

7. DISTURBED AREAS ARE TO BE GRADED TO DRAIN AS INDICATED ON PLAN TO
SEDIMENT BARRIERS DURING AND UPON COMPLETION OF CONSTRUCTION.

8. ALL CUT/FILL AREAS TO HAVE A MINIMUM OF 6—INCH DEPTH TOPSOIL COVER.
AREAS DRESSED WITH TOPSOIL WILL RECEIVE 12 POUNDS PER 1000 SQUARE
FEET OF 6—12—12 FERTILIZER, 5 POUNDS OR MORE OF KENTUCKY 31 FESCUE
SEED PER 1000 SQUARE FEET AND A STRAW MULCH OF 70%—80% COVERAGE
(APPROXIMATELY 125 POUNDS PER 1000 SQUARE FEET) EXCEPT AS OTHERWISE
DETERMINED BY PLAN.

9. UPON STABILIZATION OF THE PROJECT SITE WITH A GOOD (ACCEPTABLE) STAND
OF GRASS AND/OR GROUND COVER, THE EROSION/SILTATION INSTALLATIONS WILL
BE REMOVED AND THE AREA DISTURBED WILL BE SEEDED AND MULCHED WITH
THE SAME TREATMENT AS OTHER NEW GRASSED AREAS OF THE PROJECT.

10. A STONE ACCESS RAMP IS TO BE CONSTRUCTED AT THE SITE ENTRANCE WITH
A MINIMUM WIDTH OF 20 FEET AND MINIMUM LENGTH OF 100 FEET. RAMP IS TO
BE BASED WITH 8 INCHES OF ASTM D 448, SIZE NO. 1 STONE, AND MAINTAINED
THROUGHOUT CONSTRUCTION.

11. PRIOR TO THE ISSUANCE OF A GRADING PERMIT, ALL EROSION/SILTATION CONTROL
MEASUREMENTS INDICATED ON THE PLANS SHALL BE INSTALLED.

SN

CONCRETE WASH DOWN/EQUIPMENT FUELING NOTE:

CONTRACTOR TO PROVIDE AN AREA FOR CONCRETE WASH DOWN AND EQUIPMENT
FUELING IN ACCORDANCE WITH METRO CP—10 AND CP—13 RESPECTIVELY.
CONTRACTOR TO COORDINATE EXACT LOCATION WITH NPDES DEPARTMENT DURING
PRECONSTRUCTION MEETING.

POST CONSTRUCTION BMP/WATER QUALITY NOTE:

TO MEET THE METRO DEPARTMENT OF STORMWATER QUALITY REGULATIONS, A STORM DRAINAGE
TREATMENT SYSTEM SHALL BE INSTALLED. DUE TO HAVING AVAILABLE SITE AREA FOR NATURAL
DRAINAGE, ON—SITE STORM DRAINAGE SHALL BE DIRECTED TO A WATER QUALITY DETENTION
POND BMP OUTLET. THESE STRUCTURES ARE DESIGNED TO SEPARATE CONTAMINATED EFFLUENT
FROM THE STORMWATER DRAINAGE THROUGH PHYDOREMEDIATION AND ABSORBTION OF THE
CONTAMINATED EFFLUENT INTO THE ROOT SYSTEM OF VEGETATION. THIS SYSTEM WILL CONTROL
THE POLLUTANT LEVELS AND CONTROL DISCHARGE VELOCITIES

FROM STORMWATER RUNOFF. THE SITE OWNER SHALL BE RESPONSIBLE FOR MAINTAINING ALL
STORMWATER QUALITY AND DETENTION SURFACES ON THIS SITE PER THE METRO DEPARTMENT
OF STORMWATER REGULATIONS.

l,__ JARED GRAY, PE , CERTIFIED EROSION CONTROL
SPECIALIST, HAVE REVIEWED THE PLAN FOR SUFFICIENT
ON SITE TEMPORARY EROSION AND SEDIMENT CONTROL
PROVISIONS,, ADDITIONAL MEASURES MAY BE REQUIRED

AS FIEL NDITIONS WARRANT.
/)/ 5-18-18

FPROSION CONTROL SPECIALIST DATE

AS THE DESIGN ENGINEER RESPONSIBLE FOR THE
DEVELOPMENT OF THESE PLANS, | DO HEREBY CERTIFY
THAT THIS DEVELOPMENT WILL DISTURB ONE SE) OR

MORE ACRES, AND A N.O.l, IS REQUIRED TO BE FILED WITH
THE F TENNESSEE,
/ 5-18—18

_ENGINEER DATE

IF YOU DIG TENNESSEE...
CALL US FIRST!
1-800-351-1111
1-615-366—1987
TENNESSEE ONE CALL

IT'S THE LAW

NASHVILLE, TN. 37221

CIVIL-DESIGN-CONSULTANTS, LLC

8170 COLEY DAVIS RD.,
PHONE: (615) 319—2734EMAIL: CIVILCONSULTANTS @ BELLSOUTH.NET

CIVIL ENGINEERS - LAND PLANNERS

CIVIL DESIGN CONSULTANTS, LLC
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S.P. PLAN — CASE # 2018SP—-016-01
2ND COUNCIL DISTRICT
METRO NASHVILLE, DAVIDSON COUNTY TENNESSEE

CITY VIEW ESTATES
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CONTOURS SCALED FRLM \ EROSION SILTATION CONTROL
METRO GIS MAPS \ (TYP)

STONE SIZE ASTM—D448
(3" DIAMETER)

EXSTING
GRADE NOL 0 OO0 OO
AETTTITN
8" MIN. GEQTEXTILE FABRIC
FILTER TO STABILIZE
FOUNDATION
SECTION A—-A
NOTES:

WIDTH AS REQUIRED TO ACCOMMODATE TRAFFIC (12’ MIN)

STONE IS TO BE MAINTAINED TO PREVENT MUD TRACKING
FROM TIRES BY CONSTRUCTION TRAFFIC.

TEMPORARY CONSTRUCTION ENTRANCE

NOT TO SCALE

WATER QUALITY DEVICE AS—BUILT NOTE:

IN ACCORDANCE WITH THE METRO_STORM WATER MANAGEMENT MANUAL,
VOLUME 1, SECTION 3.9, AS—BUILTS CERTIFICATIONS, MWS STORM WATER
DIVISION MUST APPROVE THE FOLLOWING AS-BUILTS PRIOR TO ISSUANCE OF
THE USE & QCCUPANCY PERMIT:

— UNDERGROUND DETENTION AND WATER QUALITY INFRASTRUCTURE
—ABOVE GROUND DETENTION AND WATER QUALITY INFRASTRUCTURE
—PUBLIC STORM SEWER INFRASTRUCTURE

—CUT & FILL IN THE FLOOD PLAIN

—SINK HOLE ALTERATIONS

| 60" TO 10'—0" . WOOD Posy
- — |
B e DT | POST SPACING | O éiﬂsv%\éﬁDP%é%KlN -
T AND FABRIC)

FILTER CLOTH FABRIC\

(oY]
o N
| BACKFILL TRENCH <3
< EXISTING
/ GROUND
\\
EXISTING 6"
” N GROUND MIN. L6 MIN.
<
BOTTOM OF 6" MIN: =
TRENCH FILTIEEB '%IE:OTH 1= |
WOOD POST ELEVATION - SECTION

@ FILTER CLOTH SHALL HAVE APPROVED BACKING OR A BUILT—IN REINFORCED
STRUCTURE, AS RECOMMENDED BY THE MANUFACTURER TO SUPPORT THE FILTER CLOTH.

@A PREASSEMBLED SILT FENCE MEETING THE REQUIREMENTS OF THIS DRAWING IS
ACCEPTABLE IN LIEU OF A FIELD CONSTRUCTED SILT FENCE.

EROSION/SILTATION FENCING

NOT TO SCALE

EROSION/SILTATION CONTROL NOTES

1. AREAS AND TIME OF EXPOSURE OF UNPROTECTED SOILS SHALL BE KEPT TO

A MAXIMUM OF 15 DAYS.

PISAEEi,FzISDUST WITHIN TOLERABLE LIMITS BY SPRINKLING OR OTHER ACCEPTABLE

USE TEMPORARY VEGETATION AND/OR MULCH TO PROTECT BARE AREAS FROM

EROSION DURING CONSTRUCTION.

NO OTHER WORK WILL BE INITIATED ON THE PROJECT UNTIL THE EROSION/

SILTATION MEASURES SHOWN ON THE PLANS AND DETAILS ARE PROPERLY IN

PLACE.

5. SILTATION FENCE SHOWN THUS  wemmmmmm=m ARE TO BE USED AS TEMPORARY
SEDIMENT BARRIERS. FENCES ARE TO BE FIRM AND SECURELY TIED WITH
PLASTIC OR WIRE BINDING. FENCES ARE TO BE PLACED TOUCHING AND FIRMLY
ANCHORED TO THE GROUND WITH STEEL DRIFT PINS OR WOODEN STAKES AS
SHOWN IN DETAIL.

6. IF, AT ANY TIME DURING THE CONSTRUCTION PHASE OF THIS PROJECT, THE
EROSION/SILTATION MEASURES INSTALLED FAIL TO FUNCTION PROPERLY, NEED
MAINTENANCE OR REPAIR, OR NEED NEW REPLACEMENT IN KIND, THE CONTRACTOR
WILL EFFECT SUCH ACTIONS AS ARE NEEDED TO CORRECT THE SITUATION AT
NO ADDITIONAL COST TO THE OWNER.

7. DISTURBED AREAS ARE TO BE GRADED TO DRAIN AS INDICATED ON PLAN TO
SEDIMENT BARRIERS DURING AND UPON COMPLETION OF CONSTRUCTION.

8. ALL CUT/FILL AREAS TO HAVE A MINIMUM OF 6—INCH DEPTH TOPSOIL COVER.
AREAS DRESSED WITH TOPSOIL WILL RECEIVE 12 POUNDS PER 1000 SQUARE
FEET OF 6—12—12 FERTILIZER, 5 POUNDS OR MORE OF KENTUCKY 31 FESCUE
SEED PER 1000 SQUARE FEET AND A STRAW MULCH OF 70%—80% COVERAGE
(APPROXIMATELY 125 POUNDS PER 1000 SQUARE FEET) EXCEPT AS OTHERWISE
DETERMINED BY PLAN.

9. UPON STABILIZATION OF THE PROJECT SITE WITH A GOOD (ACCEPTABLE) STAND
OF GRASS AND/OR GROUND COVER, THE EROSION/SILTATION INSTALLATIONS WILL
BE REMOVED AND THE AREA DISTURBED WILL BE SEEDED AND MULCHED WITH
THE SAME TREATMENT AS OTHER NEW GRASSED AREAS OF THE PROJECT.

10. A STONE ACCESS RAMP IS TO BE CONSTRUCTED AT THE SITE ENTRANCE WITH
A MINIMUM WIDTH OF 20 FEET AND MINIMUM LENGTH OF 100 FEET. RAMP IS TO
BE BASED WITH 8 INCHES OF ASTM D 448, SIZE NO. 1 STONE, AND MAINTAINED
THROUGHOUT CONSTRUCTION.

11. PRIOR TO THE ISSUANCE OF A GRADING PERMIT, ALL EROSION/SILTATION CONTROL
MEASUREMENTS INDICATED ON THE PLANS SHALL BE INSTALLED.

SN

CONCRETE WASH DOWN/EQUIPMENT FUELING NOTE:

CONTRACTOR TO PROVIDE AN AREA FOR CONCRETE WASH DOWN AND EQUIPMENT
FUELING IN ACCORDANCE WITH METRO CP—10 AND CP—13 RESPECTIVELY.
CONTRACTOR TO COORDINATE EXACT LOCATION WITH NPDES DEPARTMENT DURING
PRECONSTRUCTION MEETING.

POST CONSTRUCTION BMP/WATER QUALITY NOTE:

TO MEET THE METRO DEPARTMENT OF STORMWATER QUALITY REGULATIONS, A STORM DRAINAGE
TREATMENT SYSTEM SHALL BE INSTALLED. DUE TO HAVING AVAILABLE SITE AREA FOR NATURAL
DRAINAGE, ON—SITE STORM DRAINAGE SHALL BE DIRECTED TO A REINFORCED STORMWATER
TREATMENT DRY WELL WITH BMP OUTLET. THESE STRUCTURES ARE DESIGNED TO SEPARATE
CONTAMINATED EFFLUENT FROM THE STORMWATER DRAINAGE THROUGH PHYDOREMEDIATION AND
ABSORBTION OF THE CONTAMINATED EFFLUENT INTO THE ROOT SYSTEM OF VEGETATION. THIS
SYSTEM WILL CONTROL THE POLLUTANT LEVELS AND CONTROL DISCHARGE VELOCITIES

FROM STORMWATER RUNOFF. THE SITE OWNER SHALL BE RESPONSIBLE FOR MAINTAINING ALL
STORMWATER QUALITY AND DETENTION SURFACES ON THIS SITE PER THE METRO DEPARTMENT
OF STORMWATER REGULATIONS.

l,__ JARED GRAY, PE , CERTIFIED EROSION CONTROL
SPECIALIST, HAVE REVIEWED THE PLAN FOR SUFFICIENT
ON SITE TEMPORARY EROSION AND SEDIMENT CONTROL
PROVISIONS,, ADDITIONAL MEASURES MAY BE REQUIRED

AS FIEL NDITIONS WARRANT.
/)/ 5-29-18

FPROSION CONTROL SPECIALIST DATE

AS THE DESIGN ENGINEER RESPONSIBLE FOR THE
DEVELOPMENT OF THESE PLANS, | DO HEREBY CERTIFY
THAT THIS DEVELOPMENT WILL DISTURB ONE SE) OR

MORE ACRES, AND A N.O.l, IS REQUIRED TO BE FILED WITH
THE F TENNESSEE,
/ 5-29-18

_ENGINEER DATE

IF YOU DIG TENNESSEE...
CALL US FIRST!
1-800-351-1111
1-615-366—1987
TENNESSEE ONE CALL

IT'S THE LAW

NASHVILLE, TN. 37221

CIVIL-DESIGN-CONSULTANTS, LLC

8170 COLEY DAVIS RD.,
PHONE: (615) 319—2734EMAIL: CIVILCONSULTANTS @ BELLSOUTH.NET

CIVIL ENGINEERS - LAND PLANNERS

CIVIL DESIGN CONSULTANTS, LLC
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. SEDIMENT POND MAINTENANCE:
E (7 8/> \ \456 ~____ —_— — — / BIO-RETENTION NOTE. 1. THE BASIN EMBANKMENT SHOULD BE CHECKED WEEKLY TO ENSURE THAT IT IS

STRUCTURALLY SOUND AND HAS NOT BEEN DAMAGED BY EROSION OR CONSTRUCTION
/ .
"~ g CONTRACTOR, ENGINEER, OR OWNERS REPRESENTATIVE SHALL NOTIFY MWS — 2 THE EMER
cuU

. THE EMERGENCY SPILLWAY SHOULD BE CHECKED WEEKLY TO ENSURE THAT THE
s DEVELOPMENT REVIEW AT LEAST 24 HOURS PRIOR TO INSTALLATION OF THE LINING IS WELL ESTABLISHED AND EROSION—RESISTANT.

- PLANTING SOIL FILTER BED. AT THE COMPLETION OF INSTALLATION, THE 3. THE BASIN SHOULD BE CHECKED AFTER RUNOFF PRODUCING RAINFALL FOR SEDIMENT
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