
 

   

  

 

     

 

 

 

 

 

 

 

Description: 

The culvert outlet is located approximately 96’ 
southeast of the featured address, 322 Bonnaridge 
Drive. The culvert consists of a 36”x20” 
corrugated metal pipe and stone headwalls. The 
pavement over the culvert shows moderate 
weathering and light longitudinal/transverse 
cracks. There is light surface corrosion 
throughout the pipe, there is an area of pipe 
collapse under the road near the outlet, the pipe at 
the outlet has deflected, and there are missing 
stones/mortar loss on both the inlet and outlet 
headwalls. 

Spans: 1 

Length:  33’ 

Width: 36” 

Rise: 20” 

 

Reasons for replacement: 

 Headwall Failures 

 Pipe Collapse 

 

322 Bonnaridge Drive Culvert Replacement 
Existing Conditions 

Failing Inlet Headwall

Deformed Pipe @ Outlet 

Pipe Collapse 



 
 

 

 

 

 

 

 

Description:  

The proposed culvert construction will include 
two catch basins, five reinforced concrete 
pipes, four reinforced concrete headwalls, 
roadway reconstruction, and site restoration 
to ensure proper functionality. Due to the 
depth construction and planned utility work, 
the road will need to be closed to through 
traffic throughout the duration of the project.  

Spans: 1 

Length:  140’ 

Width: 38” 

Rise: 24” 

Opinion of Probable Cost: $270,000 
 

Anticipated Construction Duration: 1 Month 
 

Anticipated Schedule for Construction:  
August 8th through September 2nd  
 

Anticipated Road Closures:  
August 8th through September 2nd  
 

Project Status: Ready for construction 

Construction Challenges:     
   
          Waterline Relocation 

 Coordination Between Utilities and the 
NDOT Annual Contractor 
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